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GENERAL NOTES

IN ADDITION TO THE DETAILS PROVIDED IN THIS DRAWING, CONFORM TO STANDARD
SPECIFICATION 450.3.2.8 FOR WHEN A NOTCHED WEDGE JOINT IS REQUIRED AND FOR
GENERAL JOINT CONSTRUCTION REQUIREMENTS.

FOR ALL LONGITUDINAL JOINTS, ENSURE THE PAVER SCREED OVERLAPS THE PREVIOUSLY
PLACED PAVEMENT BY 1"+ 0.5" AND THE HOT SIDE OF THE JOINT REMAINS HIGHER THAN THE
COLD SIDE BY APPROXIMATELY 0.1" AFTER FINAL COMPACTION. (IT WILL BE FLUSH WHEN
PAVING IN ECHELON.)

ONLY REMOVE THE LONGITUDINAL NOTCHED WEDGE JOINT FOR SMA PAVEMENT OR AS
DIRECTED BY THE ENGINEER TO ADDRESS SPECIFIC LENGTHS OF JOINT DAMAGED BY TRAFFIC.

WHEN MILLING BACK OR REMOVING ANY LONGITUDINAL JOINT, LIMIT THE MATERIAL REMOVED
TO 2" FROM THE TOP NOTCH OR FROM THE VERTICAL JOINT EDGE ON THE COLD SIDE OF THE JOINT.

USE LONGITUDINAL MILLED JOINT AS PLANS SHOW OR THE AS THE ENGINEER DIRECTS.
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Standardized Special Provisions associated with this drawing:

STSP NUMBER TITLE

204-045 Milling and Removing Longitudinal Notched Wedge Joint
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Design Notes:
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Contact Person:

Steve Hefel (608) 246-7934



https://wisconsindot.gov/rdwy/fdm/fd-14-10.pdf#fd14-10-10.9
https://wisconsindot.gov/rdwy/stndspec/ss-04-50.pdf#ss450
https://wisconsindot.gov/rdwy/stndspec/ss-04-50.pdf#ss450

	Standard Detail Drawings
	Table of Contents

	13. Pavement Design
	13C19 HMA Longitudinal Joints




